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NOTES:

1. MATERIALS:
    CONTACTS:   PHOSPHOR BRONZE, 0.35MM THICKNESS,
                           PLATING: GOLD FLASH PLATING ON MATING SURFACE,
                          50 [1.27 MICRONS] MIN. NICKEL OVERALL.
                          GOLD FLASH ON PCB TAILS
   HOUSING:     HIGH TEMPERATURE THERMOPLASTIC, FLAMMABILITY RATING UL 94V-0
                          COLOR - BLACK.
   HOLD DOWN BRACKET:  COPPER ALLOY WITH TIN PLATED.           

2. COPLANARITY SPECIFICATION:
    ALL SOLDER TAILS ARE COPLANAR WITHIN 0.10[.004].

3. RECOMMENDED SOLDERING TEMPERATURE:
    REFLOW SOLDERING PEAKED AT 260°C FOR 10 SECONDS MAXIMUM.

AMPHENOL PART NUMBER: RJLSE-40881-01T

RECOMMENDED P.C.B LAYOUT
(TOLERANCE: ±0.05[±.002])
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RECOMMENDED PANEL CUTOUT

15.30 [.602] MIN.

11.80 [.465] MIN.

R0.25 [R.010] MAX. 
TYP.
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0.15 [.006]
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USER DIRECTION OF FEED
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DESICCATING AGENTS

6 TAPE & REEL
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PACKAGE
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CARRIER TAPE
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LABEL

PACKAGING NOTES:

1. A FULLY LOADED REEL SHOULD CONTAIN 110 PCS OF CONNECTORS.

2. A FULLY LOADED CARTON SHOULD CONTAIN 6 REELS (660 PCS) OF CONNECTORS.


